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Tuner/Reception/Transmission
• DVB: Cable
• Demodulation type: MPEG-2 DVB compliant, 

QAM
• Input frequency range: 950-2150MHz, 51 - 858 

MHz
• Symbol rate: 3-6.9Ms/s

Connectivity
• Cable antenna interface: RF in - IEC 169-2, RF out 

- IEC 169-2
• TV scart out: Audio L/R, CVBS, RGB, S-Video (for 

LCD projector)
• VCR scart in: Audio L/R, CVBS, RGB
• Audio Output - Analog: Audio L/R (cinch)
• Audio Output - Digital: Coaxial (cinch)

Convenience
• Child Protection: Child Lock+Parental Control
• Ease of Installation: Autoinstall
• Events timer/reminder: 10
• Favorite list radio programs: 3
• Favorite list TV programs: 3
• Parental control: Lock with PIN code, Child timer
• Programmable Events: 1
• Recording: Record failure alarm, Record header 

message
• Signal strength indication
• User Interface: 7 day Electronic program Guide, 

Automatic program list update, Multiple subtitles 
supported, Now & Next ESG, On Screen Display 
on TV, TV and Radio mode

Video Decoding
• Compression Format: MPEG-2 MP@ML (std 

definition)
• Conditional access system: Irdeto (card not 

supplied), Subscription needed for pay-TV
• De-scrambling: Smart Card reader
• Resolution: up to 720 x 576 interlaced
• Aspect Ratio: 16:9, 4:3 Letterbox, 4:3 Pan Scan

Audio Decoding
• Compression format: MPEG layer I/II
• Sound system: Dolby Digital, AC3 downmixed to 

stereo, Stereo, Mono

System Specifications
• CPU speed: 60 MHz
• Flash memory size: 2 MB
• Ram size: 8 MB SDRAM

Power
• Low power mode (ECO): <1 W
• Power consumption: 10 W
• Power supply: 220-240V
• Standby power consumption: <7 W

Technical specifications
• Operating temperature range: 0 to +40 °C
• Storage temperature range: -20 to +60 °C

Dimensions
• Product dimensions (W x H x D): 

238 x 42 x 145 mm
• Carton dimensions (WxDxH): 320x85x295 mm
• Weight: 0.98 kg
• Weight incl. Packaging: 1,780 kg

Accessories
• Included Accessories: High quality SCART cable, 

Mains cord, Remote Control, User Manual, Quick 
install guide, Safety & warranty booklet

• Batteries: 2 x AA
•
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